End bendings

Lautex’

MARINE CEILING PANEL SYSTEM LTX-SANDWICH B-15/ A-30 DECK

Push up & move
to remove the panels

Mineral wool

0.6mm_steel plate
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i c/c 600

LTX—-1, 1,5 St
edge profile

e
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End bendings

Length max. 2800

c-C

Screw 4,2x13, ¢/c 300
End bendings of 600 mm panels

Panel

LTX—1 edge profile 35x40
Fastening piece No.79,

Cover profile No.10 (optional)

B-B (ALT.1)
Standard panel with end bendings

LTX—2 edge profile. 1,0 St
For cut out panel

Screw 4,2x13, ¢/c ~150
LTX—1 edge profile 35x40

Panel

B-B (ALT.2)
Cut out panel, short or long edge

LTX-SANDWICH PANELS / CLASSIFICATION "B-15"

1.PUSH UP TO REMOVE
A-A THE PANELS

1.PANEL JOINT

2.PUSH UP
THIS PANEL

2.PANEL DISMANTLING
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3.PANEL_DISMANTLING

Material

0,6mm galvanized steel

Width

max. 600 mm

Height

32 mm

Length

max. 2800 mm, self supporting ceiling

Insulation

non—combustible mineral wool,

s=30mm

Weight

Approx. 14 kg/m2

Finish

stove enamelled surface

according to well—known colour charts

Protective film

the surface is provided with a
protective film

End bendings

Yes

Service hatch

Available

Other special
solutions

lease contact our technical
information department

Oy Lautex Ab P.0O.Box 58 FIN-03101 Nummela FINLAND
Tel. +358(0)92248 810 E-mail: sales@lautex.com www.lautex.com
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